
50

21
0

12.50 15

10.50

12
6

210

48

55 48
8

BACK VIEW

TOP VIEW

SIDE VIEW

THE HUB IS THE CENTRE OF THE AXIS OF ROTATION OF THE ROTOR ASSEMBLY.
3 CYLINDRICAL PROFILES ARE MACHINED INTO THE OUTER CIRCUMFERENCE OF THE 
HUB. THESE CYLINDRICAL PROFILES ACT AS A HOUSING FOR THE BLADE ROOT HOLDERS.
THE BLADE ROOT HOLDERS ARE COMPRESSED BETWEEN THE TWO HUB COMPONENTS.
CLAMPING FORCE IS PROVIDED BY 6 M12 STAINLESS STEEL BOLTS.
THE REAR HUB SECTION HAS A 5MM DEEP RECESS MACHINED INTO IT. THIS ACTS AS A 
LOCATION POINT FOR THE DRIVE SHAFT SPIGGOT. thE SHAFT IS MECHANICALLY FASTENED
WITH 3 M10 STAINLESS STEEL BOLTS.

THE HUB IS MACHINED FROM NYLON DUE TO ITS STRENGTH AND DAMPING  
CHARACTERISTICS. OTHER OIL BASED POLYMERS OR FIRBE COMPOSITES MAY BE USED.
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